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Figure 1: Back Panel
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MODEL NUMBER: 152 PBM
SERIAL NO:
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ASSEMBLED IN U.S.A. E13za82
120V, 60Hz, 200W

CAUTION: DISC FCT SUPPLY
GORD BEFORE SERVICING
ATTENTION: DEBRANCHER AMANT
LE DEPANMAGE, .

PASSIVE

e
OUTPLA SELECTOR

® ®

—

To Power

Figure 2: Front Panel

/""—=_“"'"'\
¥ - \\

@ Al 7 X
i =&

rrrrrr {] Y:
9 D »
@ - s 74

N i
N e

CAUTION

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO
NOT REMOVE THE COVER (OR BACK). NO USER SERVICE-
ABLE PARTS INSIDE. REFER TO QUALIFIED PERSONNEL.

WARNING: TO REDUCE THE RISK OF FIRE OR ELECTRIC
SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN OR
MOISTURE

The lightning flash with arrowhead, within an
equilateral triangle, is intended to alert the user to
the presence of uninsulated “dangerous voltage”
within the product’s enclosure that may be of
sufficient magnitude to constitute a risk of
electrical shock to persons.

The exclamation point within an equilateral
triangle is intended to alert the user to the
presence of important operating mainte-
nance (servicing) instructions in the
literature accompanying the appliance.







